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State of Washington

Current Contract Information
Change Notice No. 8
Effective Date: August 17, 2009
	Contract number:
	14603
	Commodity code:
	2420

	Contract title:
	TRACTOR, WITH LOADER AND BACKHOE

	Purpose:
	UPDATE PAPE MACHINERY CONTACT INFORMATION

	Current period:
	February 17, 2009
	through:
	February 16, 2010

	Contract type:
	This contract is designated as convenience use.

	Scope of contract
	This contract is awarded to one contractor(s).

	Primary user:
	Department of Transportation


	Additional use by:
	All State Agencies, Political Subdivisions of Washington and Oregon State, Qualified Non-profit Corporations, Materials Management Center, Participating Institutions of Higher Education (College and Universities, Community and Technical Colleges).



	Contractor: 
	Pape’ Machinery
	Contact:
	Gerald Warren

	Address:
	3607 20th Street East
Tacoma, WA 98424
	Phone:

FAX:
	(360) 340-0396
(253) 922-3562

	
	
	Supplier No.:
	31508

	Email:
	gwarren@papemachinery.com 
	Fed. I.D. No.:
	73-1627810


This page contains key contract features.  Find detailed information on succeeding pages.  For more information on this contract, or if you have any questions, please contact your local agency Purchasing Office, or you may contact our office at the numbers listed below.

	Contract Specialist:
	Corinna Cooper
	Customer Service

	Phone Number:
	(360) 902-7440
	Phone Number:
	(360) 902-7400

	Fax Number:
	(360) 586-2426
	Fax Number:
	(360) 586-4944

	Email:
	clcoope@ga.wa.gov
	Email:
	csmail@ga.wa.gov


Visit our Internet site: http://www.ga.wa.gov/purchase
	Ordering information:
	See page 2 Note III 

	Ordering procedures:
	See page 2 Note II 

	Special notes:
	See Below

	Payment address:
	19808 West Valley Highway Kent, WA 98032

	Order placement address:
	19808 West Valley Highway Kent, WA 98032

	Minimum orders:
	None

	Delivery time:
	60 days After Receipt of Order (ARO)

	Payment terms:
	Net 30  days

	Shipping destination:
	Free On Board (FOB) Destination. All WSDOT orders are FOB Tumwater all other orders FOB Dealer.

	Freight:
	Prepaid and included in unit pricing

	Contract pricing:
	See Attachment “A”

	Term worth:
	$741, 705.00

	Current participation:
	$0.00 MBE
	$0.00 WBE
	$741, 705.00 OTHER
	$0.00 EXEMPT

	
	MBE 0%
	WBE 0%
	OTHER 0%
	Exempt 0%

	
	


Notes:

I. Best Buy: The following provision applies to mandatory use contracts only.  This contract is subject to RCW 43.19.190(2) & RCW 43.19.1905(7): which authorizes state agencies to purchase materials, supplies, services, and equipment of equal quantity and quality to those on state contract from non-contract suppliers.  Provided that an agency subsequently notifies the Office of State Procurement (OSP) State Procurement Officer (SPO) that the pricing is less costly for such goods or services than the price from the state contractor.

If the non-contract supplier's pricing is less, the state contractor shall be given the opportunity by the state agency to at least meet the non-contractor's price.  If the state contractor cannot meet the price, then the state agency may purchase the item(s) from the non-contract supplier, document the transactions on the appropriate form developed by OSP and forwarded to the SPO administering the state contract. (Reference General Authorities document)

If a lower price can be identified on a repeated basis, the state reserves the right to renegotiate the pricing structure of this agreement.  In the event such negotiations fail, the state reserves the right to delete such item(s) from the contract.

II. State Agencies: Submit Order directly to Contractor for processing.  Political Subdivisions: Submit orders directly to Contractor referencing State of Washington contract number.  If you are unsure of your status in the State Purchasing Cooperative call (360) 902-7415.  

III. Only authorized purchasers included in the State of Washington Purchasing Cooperative (WSPC) listings published and updated periodically by OSP may purchase from this contract.  It is the contractor’s responsibility to verify membership of these organizations prior to processing orders received under this contract.  A list of Washington members is available on the Internet https://fortress.wa.gov/ga/apps/coop/Default.aspx. Contractors shall not process state contract orders from unauthorized users.

Special Conditions: 

1. Current Contract Information (CCI)

This Current Contract Information (Change Notice No. 8) is being issued to update Pape Machinery contact information. All other terms, conditions and pricing remain unchanged.
2. Certificate of Insurance 
Contractor to furnish to the State Procurement Officer, a copy of a valid Certificate of Insurance listing the State as beneficiary (See Original Bid Document, Section II, Paragraph 1) within Fifteen (15) days after Contractor receipt of award notice.
3. Warranty

Bidder will submit a copy of warranty with items delivered under this contract. Unless otherwise specified, full parts and labor warranty period shall be for a minimum period of one (1) year after receipt of materials or equipment by the Purchaser.  All materials or equipment provided shall be new, unused, of the latest model or design and of recent manufacture. Refer to Attachment “B”
In the event of conflict between contract terms and conditions and warranty submitted, to afford the state maximum benefits, the contract terms and conditions shall prevail.

4. Sales and Subcontractor Report

A quarterly Sales and Subcontractor Report (attached) shall be submitted in the format provided by the Office of State Procurement.  You can get the report electronically at https://fortress.wa.gov/ga/apps/CSR/login.aspx.  Total purchases for each State Agency, University, Community and Technical Colleges must be shown separately.  Total purchases for all political subdivisions and non-profit organizations may be summarized as one customer.  Additionally, all purchases by the State of Oregon or other purchasers must be reported as an aggregate total.

The report shall include sales information (Section A) and amounts paid to each subcontractor during the reporting period (Section B)

Reports should be rounded to nearest dollar.  Contractors will be provided with all necessary sample forms, instructions, and lists.  Reports are due thirty (30) days after the end of the calendar quarter, i.e., April 30th, July 31st, October 31st and January 31st.

ATTACHMENT “A”



PRICE SHEETS

	Req.

Item
	Comm. Code
	Description
	Unit
	Unit Price

	1. 
	2420
	TRACTOR W/LOADER AND BACKHOE.

Refer to Section 3.3 Specifications. 
Product Bid:

Mfg.:   JOHN DEERE
Brand/Model:  310 SJ

	EACH
	$83,593.00


	2. 
	
	TRADE-IN VALUE

Note: 

Purchaser with future purchases under this contract will coordinate with Contractor the Trade-In value to be applied for each unit.
	LOT
	$



OPTIONS FOR JOHN DEERE 310 SJ:







      


PRICING:

Ride Control




$803.00
Hydraulic Pilot Controls (Includes selection to switch from SAE to Deere controls from cab)



$1,610.00
AM/FM Radio



$432.00
Tilt Wheel



$345.00
Universal Backhoe Bucket Coupler



$816.00
Heavy Duty Backhoe Cylinder (For 310 SG-Increases Bucket dig force by 27%)



$222.00
BTI Model TC92.S Hydraulic Compactor



$7,344.00
Dual Batteries



$234.00
3’’ Seat Belt in Lieu of 2 “”



$85.00
18’’ H.D. Bucket



$915.00
ATTACHMENT “A”
PRICE SHEETS CONTINUED-ITEM ADDED BY CHANGE NOTICE NO. 1
	Req.

Item
	Comm. Code
	Description
	Unit
	Unit Price

	3. 
	2420
	TRACTOR W/LOADER AND BACKHOE.

Refer to Section 3.3 Specifications. 

Product Bid:

Mfg.:   JOHN DEERE

Brand/Model:  310 J
	EACH
	$57,434.00 

(includes Turbo Engine)




ITEM  
OPTIONS FOR JOHN DEERE 310 J:







PRICING:
1.
Cab with Heater and Dual Doors:
$4,887.00 
2.
Air Conditioning
$1,600.00 
3.
Air Seat
$131.00 
4.
Two Wheeled Drive
($5,065.00)
5.
Extendahoe
$4,152.00 
6.
Case Controls
$413.00 
7.
Auxiliary Hydraulics 
$1,897.00 
8.
4 in 1 Bucket
$2,728.00 
9.
Universal Backhoe Coupler
$781.00 
10.
Optional Lighting
$264.00 
11.
Ride Control
$769.00 
12.
AM/FM Radio
$413.00 
13.
Block Heater
$131.00 
14.
12’’ Bucket
$882.00 
15.
30” Bucket
$1,154.00 
16.
Bucket Forks
$1,184.00 

ATTACHMENT “A”
PRICE SHEETS CONTINUED-
ITEM ADDED BY CHANGE NOTICE NO. 3

	Req.

Item
	Comm. Code
	Description
	Unit
	Unit Price

	4. 
	2420
	TRACTOR W/LOADER AND BACKHOE.

Refer to Section 3.3 Specifications. 

Product Bid:

Mfg.:   JOHN DEERE

Brand/Model:  710 J
Delivery Time: 60-90 Days.
	EACH
	$159,628.00



ITEM  
           OPTIONS FOR JOHN DEERE 710 J:

     

PRICING:
	1.
	Hydraulic Auger Attachment With Heavy-Duty 12." Auger Bit Sales Price Installed. 
	$6,306.00

	2.
	BTI Model TC152 Hydraulic Compactor (Hoe- Pack) Unit Weighs Approx. 1,800 lbs. - Includes Swivel Head. Sales Price 
	$11,399.00

	3.
	Air Seat Saks Price 
	$131.00

	4.
	Stabilizer Cylinder Guards Sales Price 
	$728.00

	5.
	Ride Control Sales Price 
	$1,029.00

	6.
	Mechanical Coupler For Pin-On Backhoe Buckets Sales Price 
	$3,566.00

	7.
	Engine Coolant Heater Sales Price 
	$132.00

	8.
	AM/FM Weather Band Radio Sales Price 
	$482.00

	9.
	24" Backhoe Bucket Sales Price 
	$2,431.00

	10.
	30" Backhoe Bucket Sales Price 
	$2,647.00

	11.
	1,375 Cubic Yard John. Deere 4 in 1 Multi Purpose Loader Bucket

Sales Price In Lieu Of G.P Bucket - $3,458.00
• John Deere Bucket Has Bolt-On Edges On Front Leading Edge And Dozer Edge 

• For 1.5 Cubic Yard 4 In .l. Bucket From An Outside Supplier, Custom Fitted With Bolt On Edge On Rear Lip As Well:

Add - $6,294.00 In Lieu Of G. P. Bucket
	

	12.
	For No Four Wheel Drive Deduct 
	($6,107.00)

	13.
	For No Air Conditioning Deduct
	($1,621.00)

	14.
	Price To Transfer Thumb Control Switch. From Floor Pedal To Switch In Backhoe Handle
	$928.00

	
	
	

	
	
	


3.3
SPECIFICATIONS

Washington State

Department of Transportation




Vehicle & Equipment Bidding Requirements

Acceptance of Terms:
Acceptance of a state Purchase Order (PO) for any units affiliated with this purchase constitutes acceptance of, and agreement with, all of the general and specific requirements and stipulations listed in this boiler plate, and in the attached equipment specification(s); including all penalties mentioned.

General:

Units bid for this purchase must be new (unused), current production models that require no manufacturer or dealership modifications.   Units may be sold, prepared, and delivered to WSDOT, or a designated agent, only by a dealer who is factory franchised for the specific makes and models of equipment offered.

All accessories and features listed herein shall be those supplied by the original equipment manufacturer (OEM).  Any accessories, features, or operational performance required by FMVSS, Washington State Motor Vehicle Laws, OSHA or WISHA laws or mandates, that apply to the equipment being bid, shall be provided by the manufacturer.   All units associated with this purchase shall be of the same design and quality as those sold through normal retail channels; and they shall possess the latest technology, accessories, and features offered on standard retail unit; whether or not they are called for in the following specifications.

Specification Clarification and Changes:
Clarification for any item in these specifications may be obtained from the Office of State Procurement, (OSP) at (360) 902-7422. 

The equipment specification(s) for this purchase are official state documents that carry far reaching ethical and legal implications.  Therefore, after a purchase order is awarded to a successful bidder, there shall be no deviations from any requirements stated in the published equipment specification(s) during the manufacturing or assembly process of the units offered, without prior approval from the WSDOT Equipment Manager, and an official purchase order change issued by the OSP.  Failure to comply with this requirement constitutes breach of contract; and may be grounds for order cancellation, without re-stocking fees or damages to WSDOT; or suspension from the state bidders list.

Equipment Demonstrations:
Prior to award of a purchase order, bidders may be required to present an offered unit for demonstration of its performance and capability.   Such demonstrations must be conducted within seven calendar days after notification.

Equipment Specification Compliance Inspections; Delivery;  and Acceptance:
To minimize time involvement and transportation costs to resolve equipment non-compliance issues, WSDOT will conduct specification compliance inspections at the supplier’s location prior to equipment delivery.   Suppliers must contact the WSDOT Equipment Administration Office, at (360) 705-7869, to arrange for compliance inspections.  To allow for a reasonable reaction time, this notification must be at least 5 working days prior to a desired inspection date.     

Equipment suppliers are responsible for ensuring that all units comply with all of the requirements listed in the boilerplate and specification(s) of this purchase, prior to a compliance inspection.  This includes presenting the following documentation for each unit during the inspection:

1. The manufacturer’s line production sheet reflecting the equipment serial numbers, and listing all of the unit’s components

2. Completed Invoice

3. The Manufacturer’s Statement of Origin  (MSO) 

4. Axle weight slips  (for all units with axles)

5. The title application reflecting both the legal and registered owner as:

Washington State Department of Transportation

Olympia, Washington   98504-7357

When equipment fails to meet a compliance inspection, the supplier hereby agrees to reimburse WSDOT for any travel, per diem, and labor costs associated with all necessary re-inspection(s).  Such reimbursement shall be deducted from the invoiced amount at final payment.

Equipment shall not be delivered to a WSDOT location until this inspection has successfully occurred, and a signed copy of the WSDOT specification compliance worksheet has been issued to the supplier.   Failure to comply with this specific requirement constitutes breach of contract; and may be grounds for order cancellation, without re-stocking fees or damages to WSDOT; or suspension from the state bidders list.   

After a unit successfully passes a compliance inspection, it may be delivered to WSDOT facilities between the hours of 7:00 am and 3:00 pm -- Monday through Friday.    Deliveries shall not occur during other hours; or on weekends; or on recognized state and federal holidays.   Suppliers must notify the phone number annotated in the ship to block of the purchase order at least 24 clock hours prior to equipment delivery, to ensure that a WSDOT employee is available to sign and date the delivery acceptance of the unit(s).   Equipment left at a WSDOT facility without being signed for by an appropriate employee, will not be considered accepted by WSDOT; and WSDOT will not accept responsibility for the safeguard of such equipment.  Failure to comply with this requirement constitutes breach of contract; and may be grounds for suspension from the state bidders list.

Late Delivery Penalty:
Receiving new units within the fiscal year for which they are funded is critical to government agencies.   Therefore, WSDOT reserves the right to accept or reject bids based solely upon the bid delivery date.    

A late delivery penalty of two tenths of one percent (0.002) shall be levied against the bid price of each individual unit, for each normal workday beyond the delivery date reflected on the awarded Purchase Order.   Late penalties shall stop upon delivery acceptance annotated on the previous page of this document.  WSDOT shall deduct such late delivery penalties from the invoiced amount, when making payment.   Officially recognized state and federal holidays shall not be considered normal workdays.    Suppliers may not be held responsible for Force Majeure delays; providing the OSP procurement administrator is notified in writing within 10 calendar days after the Force Majeure event.  The OSP Procurement Administrator is responsible for consulting the WSDOT Fleet & Equipment Manager on such events; and the WSDOT Fleet & Equipment Manager has the sole prerogative of determining if events fall into the category of Force Majeure.

For sensible reasons, suppliers may request relief of late penalty fees by contacting the WSDOT Fleet & Equipment Manger in writing.   Under no circumstances may any other person excuse late delivery penalty.

Warranty Services and Performance:
Equipment suppliers must provide technical support and reasonable equipment modifications for a period of 90 calendar days after the unit is reported as in service, to ensure that the purchased equipment is capable of performing the specified operational functions. 

Bidders must include the factory warranty, which shall cover 100% parts and labor for the entire unit offered.   This warranty must be honored at any factory-franchised dealership.  

Warranty coverage will not commence until the date the completed unit is put into service as reported by WSDOT; or 30 days after final payment for the unit(s); whichever occurs first. 

The equipment supplier must be capable of providing repair parts and supplies support for a period of at least 10 years after the purchase of the unit(s) offered.

The equipment supplier must initiate physical repairs on equipment failures within 72 consecutive hours after notification, during the purchased equipment’s warranty period.   

Suppliers shall incur all costs associated with warranty work for units obtained from this purchase, during the warranty period; this includes the transport of units that are disabled due to the failure of a warranted item.

Suppliers may authorize WSDOT to accomplish warranty repairs upon request; however, the supplier also agrees to wholly reimburse WSDOT for parts, materials, labor, and travel costs incurred in the accomplishment of such warranty repairs.   The billing document for warranty work performed by WSDOT shall be based upon a WSDOT shop service work order for claims reimbursement. 

WSDOT may levy charges equal to damages incurred as a result of non-compliance with any of the requirements in this Warranty Services and Performance section.   These damages may include such things as lost productivity, and penalties levied on WSDOT by a third party.

Training:
Equipment suppliers shall provide one session of operator training per unit purchased; and one session of mechanic training per unit purchased.  The session will include, but not limited to, the training items listed below.   

· Operator training will be designed to familiarize personnel with operating characteristics and operator checks of the new equipment.    This will include teaching operators shifting, acceleration, and braking techniques to maximize operational effectiveness of the unit's power train configuration.

· Mechanic training shall be designed to familiarize service and repair technicians with service checks and techniques, adjustments, and any unique requirements associated with the entire unit.

All training is to be scheduled, and coordinated by the WSDOT, ship to addressee. 

Training sessions shall be conducted by qualified individuals only.  "Qualified" means that the trainer must have a high level of knowledge and experience relating to the type of equipment offered or purchased:

(a)  Persons conducting the operator sessions must have a minimum of one (1) year of experience in actually operating the units offered.

(b)  Persons conducting mechanic training must have at least one (1) year of experience in the performance of preventive maintenance and repair on the units offered.

Training sessions will be evaluated by the agency Equipment Training Manager, who shall determine weather or not the training was adequate.   If the training is deemed inadequate, the supplier agrees to conduct additional training sessions, at no cost, to satisfy the requirement. 

	TRACTOR; W/ LOADER AND BACKHOE

Model: 410G


	Specification Requirements
	
	Check

If Meet or Exceed
	
	Describe Offered Alternatives

	I. General:
	
	
	
	

	1. This specification describes an all wheel drive loader / backhoe with an extendable dipper stick and operating weight equal to or greater then 16,000 lbs. State operating weight bid. 
	
	· 
	
	16,155 LBS.

	2. To be a John Deere 410G, Case 590L, New Holland 655E or equal. 
	
	· 
	
	Item Bid John Deere 310 SG

	
	
	
	
	

	II. Cab & Equipment:
	
	
	
	

	1. Shall be equipped with an enclosed ROPS steel cab with 2 doors and tinted safety glass.
	
	· 
	
	Composite Roof

	2. Shall have the following:
	
	· 
	
	

	a. Floor mats. 
	
	· 
	
	

	b. Soundproofing.
	
	· 
	
	

	c. Front and rear wipers.
	
	· 
	
	

	d. Pressurization.
	
	· 
	
	

	e. Dome lights.
	
	· 
	
	

	f. Heater.
	
	· 
	
	

	3. To have a fabric covered swivel suspension seat with armrest and lumbar support.
	
	· 
	
	

	4. Front and rear windshield defroster.
	
	· 
	
	

	5. Turn signals.
	
	· 
	
	

	6. Hazard warning lights.
	
	· 
	
	

	7. Head lights.
	
	· 
	
	

	8. Strobe light with cab controlled switch.
	
	· 
	
	

	9. Windshield washer.
	
	· 
	
	

	10. Horn.
	
	· 
	
	

	11. To have 2 external and 1 inside rearview mirrors.
	
	· 
	
	

	12. Stop and tail lights.
	
	· 
	
	

	13. Working lights front and rear.
	
	· 
	
	

	14. Seat belt
	
	· 
	
	

	15. Alternator charge gauge.
	
	· 
	
	Indicators

	16. Engine oil pressure audible and visual gauge
	
	· 
	
	Indicators

	17. Converter temperature gauge
	
	· 
	
	Indicators

	18. Fuel gauge
	
	· 
	
	

	19. Coolant temperature gauge
	
	· 
	
	

	20. Air filter blocked (restriction gauge)
	
	· 
	
	

	21. To have a back up alarm.
	
	· 
	
	

	22. Parking brake on (audible visual)
	
	· 
	
	

	
	
	
	
	

	III. Engine:
	
	
	
	

	1. Shall be powered by a diesel engine capable of developing at least 90 SAE Net horsepower at 2,000-2,300 rpm. State engine and hp bid. 
	
	· 
	
	90 HP Net @ 2,000 RPM
Engine: John Deere

	2. Engine shall be equipped with dry type air cleaner.
	
	· 
	
	

	3. Shall be equipped with 110-volt block heater and cold weather starting aid.
	
	· 
	
	

	
	
	
	
	

	IV. Transmission:
	
	
	
	

	1. Shall be a fully synchronized 4-speed forward/reverse shuttle transmission or power shift 4x3 or equal state equal being bid. 
	
	· 
	
	Power shift

	2. To have a single stage torque.  
	
	· 
	
	

	V. Drive:
	
	
	
	

	1. Shall be all wheel drive.
	
	· 
	
	

	2. Front axle engagement control shall be located inside operator’s cab
	
	· 
	
	

	VI. Hydraulic System:
	
	
	
	

	1. Tractor shall be equipped with an integral hydraulic system capable of operating the front-end loader and all attachments.
	
	· 
	
	

	2. The pump shall be the standard manufacturers model.
	
	· 
	
	

	3. The unit’s hydraulic system shall be designed to accommodate the use of attachments, such as breakers, augers, hammers and etc. 
	
	· 
	
	

	VII. Steering:
	
	
	
	

	1. Shall be the manufacturers standard hydraulic steering system.
	
	· 
	
	

	2. Shall be equipped with front axle oscillation.
	
	· 
	
	

	VIII. Brakes:
	
	
	
	

	1. Shall be multi-wet disc, self-adjusting and self-equalizing hydraulically operated, or equal. 
	
	· 
	
	

	2. Shall be equipped with a parking brake independent from the main service brakes, with a warning system to alert the operator that the parking brake is applied went the transmission is engaged.
	
	· 
	
	

	IX. Electrical System:
	
	
	
	

	1. Electrical system shall be 12 volt, negative ground.
	
	· 
	
	

	2. Shall be equipped with a 900 CC or greater, 12-volt maintenance free battery.
	
	· 
	
	

	3. Shall be equipped with a 65-amp or greater alternator.
	
	· 
	
	95 Amp

	X. Tires:
	
	
	
	

	      Tractor shall be equipped with 4 wheel drive tires equal to or greater then items X.1. and 2 below:
	
	· 
	
	

	1. Front: 12.5 x 16.5 - 10-Ply Lug. State tire bid.
	
	· 
	
	12.5/80-18 10 Ply

	2. Rear: 19.5 x 24 - 10-ply Lug. State tire bid. 
	
	· 
	
	19.5-24 10 Ply

	XI. Loader:
	
	
	
	

	1. Shall be an automatic self-leveling with single lever control ‘+’ pattern equipped with positive hold float.
	
	· 
	
	

	2. Shall have a return-to-dig and clutch cutout button on the loader control lever.
	
	· 
	
	

	3. Lift height to be equal to or greater than 130 inches measured at the bucket hinge pin. State lifting height.
	
	· 
	
	134’’

	XII. Loader Bucket:
	
	
	
	

	1. Shall be a pin on multi-purpose, 82 inches (or greater ) in width, with a load capacity of 1-1/4 cu yd. heaped.  
	
	· 
	
	86’’ 1 ¼ Yard

	2. To have bolt-on cutting edge, skid plates and lifting loops.  
	
	· 
	
	

	3. Maximum dump angle to be approximately 45 degrees. State dump angle being bid. 
	
	· 
	
	45 O +


	4. Rollback angle to be approximately 40 degrees at ground level. State rollback angle being bid.
	
	· 
	
	40 O +



	5. The control for the Multi purpose bucket shall be integrated into the loader control.
	
	· 
	
	Dual levers into one control

	XIII. Backhoe:
	
	
	
	

	1. Unit shall be equipped with a hydraulically telescoping extendable dipper stick.
	
	· 
	
	

	2. Maximum extended digging depth shall be equal to or greater than 18.5 feet. 
	
	· 
	
	

	3. The extendable loading height, (truck loading position) to be equal to or greater than 13 feet. State loading height being bid.  
	
	· 
	
	14’ 1’’

	4. Shall have a swing arc equal to or greater than 180 degree.
	
	· 
	
	

	5. Shall have a bucket rotation of 180 and 160 degree and a level angle of 12 degrees.
	
	· 
	
	

	6. Shall have a combination flip-over stabilizer pads.
	
	· 
	
	

	7. Shall be equipped with the manufacture’s maximum amount of front mounted counterweights to facilitate operation of the extendable dipper stick. State counterweight being bid.
	
	· 
	
	1,100 lbs.

	8. Shall have a 24-inch heavy-duty bucket mounted on the dipper stick.  
	
	· 
	
	

	9. Shall be delivered with a 12-inch heavy duty bucket.
	
	· 
	
	

	10. Shall be delivered with a 36-inch high capacity perforated ditching bucket. 
	
	· 
	
	

	11. Shall be equipped with a removable hydraulic thumb with quick disconnect hydraulic hose coupler. Note: The thumb shall not come in contact with the lift cylinder (s) when in the retracted position. 
	
	· 
	
	

	12. Backhoe hydraulic system to be setup (plumbed) to use hydraulic operated attachments.
	
	· 
	
	

	XIIII      Exterior Finish:
	
	
	
	

	      WSDOT expects professional workmanship on all products purchased.  With this in mind, the following finishing requirements will be closely scrutinized during the specification compliance inspection. 
	
	· 
	
	

	1.   There shall be no welding scale, roughness, sharp corners; or rust stains on the unit.
	
	· 
	
	

	2.  The unit shall be coated with 2 mils dry automotive quality primers, with an additional 2 mils dry of the manufacturer’s standard color. 
	
	· 
	
	

	3.  The body paint shall be warranted against rust and corrosion for five years.  
	
	· 
	
	

	4.  Each side of the unit shall be equipped with the WSDOT decals prior to the compliance inspection.  The supplier may opt to notify Billboard Signs at 206-300-7300    for decals and decal installation.  Billboard Signs will bill WSDOT for decaling services. 
	
	· 
	
	

	XIV. Publications:
	
	
	
	

	1. Each unit shall be delivered with an operator’s manual.
	
	· 
	
	

	2. Bidders shall provide the Service, and Parts Manuals as annotated below. 

      1     Parts Manual (Per Unit)

      1     Service Manual (Per Unit)
	
	· 
	
	

	XV.   Options: Provide pricing for the below listed its if applicable: 
	
	· 
	
	

	1. Air conditioning.                                            Add:   $1638.00
	
	· 
	
	

	2. 12-inch auger attachment.                              Add: $3,674.00
	
	· 
	
	

	3. Breaker/Hammer attachment 500 lb-ft.                                       Add : $10,950.00
	
	· 
	
	

	4. Over the bucket forks.                                    Add: $1,213.00
	
	· 
	
	

	5. 36-inch heavy-duty dipper bucket.                Add: $1,152.00
	
	· 
	
	

	6. A pin on General-purpose loader bucket (1-1/4 cu yd heaped) with bolt on cutting edges, skid plates and lifting loops in lieu of the multipurpose bucket.                                                       Deduct: $2,498.00
	
	· 
	
	

	7. Delete hydraulic thumb item XIII.11.                                 Deduct: $5,546.00
	
	· 
	
	


SPECIFICATION FOR ITEM NO. 3 MODEL: 310 J LOADER BACKHOE
	Item NO.
	Description
	Check If As Specified
	

	1
	Description
	
	
	

	
	310G, 1.12 Yd. Loader Bucket Or DOC Approved Equal
	
	

	
	Item
	Specification
	
	

	
	CAB AND EQUIPMENT
	
	
	

	
	Open air canopy with composite roof
	
	X
	

	
	Halogen Work/driving lights
	Two front
	X
	

	
	Halogen Work/driving lights
	Two rear
	X
	

	
	Turn signal/warning lights
	Two front and two rear
	X
	

	
	Stop and tail lights
	Two
	X
	

	
	Rear reflectors
	Two
	X
	

	
	Horn/backup alarn
	
	X
	

	
	Seat belt
	
	X
	

	
	ENGINE
	
	
	

	
	Net Power hp @ rated rpm
	70 @ 2300
	X
	

	
	# cylinders and Displacement cu. In.
	4 - 276
	X
	

	
	ELECTRICAL
	
	
	

	
	Volts
	12
	X
	

	
	Alternator Amps
	65
	X
	

	
	TRANSMISSION
	
	
	

	
	Type
	Synchromesh/Power shuttle
	X
	

	
	Speed Ranges F/R
	4x4
	X
	

	
	Forward
	20.5
	X
	

	
	Reverse
	20.5
	X
	

	
	BRAKES
	
	
	

	
	Type
	Wet multiple disc
	X
	

	
	Actuation
	Hydraulic
	X
	

	
	HYDRAULIC SYSTEM
	
	
	

	
	Pump Type
	Gear
	X
	

	
	Pump Flow gpm
	28
	X
	

	
	System Pressure
	3625 psi
	X
	

	
	BACKHOE, Fixed Length Dipperstick
	X
	

	
	Standard two lever Deere controls
	
	X
	SAE , Case, Available

	
	Max Digging Depth
	14' 3"
	X
	

	
	2 ft. Flat Bottom
	14' 2"
	X
	

	
	Reach From Swing Center
	17' 10"
	X
	

	
	Truck Loading Height
	10' 11"
	X
	

	
	Digging Force Crowd lb.
	7,006
	X
	

	
	Bucket Power Dig lb.
	11,106
	X
	

	
	Boom Lift @ Ground Level
	2,545
	X
	

	
	Dipperstick Lift Cap. @12' height
	4,859
	X
	

	
	BACKHOE STANDARD BUCKET
	
	
	

	
	Sae Heaped Capacit, cu. Ft.
	7.5
	X
	

	
	Bucket Width, in.
	24"
	X
	see options


	Item NO.
	Description
	Check If As Specified
	

	
	Bucket Rotation
	190 degrees
	X
	

	
	LOADER
	
	
	

	
	SAE Heaped Capacity cu. yd.
	1.12
	X
	see options

	
	Loader Bucket Width
	86"
	X
	

	
	Breakout Force lb.
	8,100
	X
	

	
	Lift Capacity Full Height, lb.
	5,800
	X
	

	
	Dump Clearance @ 45deg.
	8' 10"
	X
	

	
	Dump Reach, in.
	30.9"
	X
	

	
	Bucket Hinge Pin Height
	11' 1"
	X
	

	
	FOUR WHEEL DRIVE
	
	X
	

	
	Wheel Base in.
	82.7"
	
	

	
	TIRES
	
	
	

	
	Rear
	19.5L-24
	X
	

	
	Front
	12x16.5
	X
	

	
	CAPACITIES
	
	
	

	
	Fuel Tank gal.
	36
	X
	

	
	Hydraulic System
	24 gal.
	X
	

	
	WARRANTY/ MISC.
	
	
	

	
	Full Machine Warranty
	12 mos.
	X
	

	
	Operators Manual
	
	X
	

	
	Parts CD
	
	X
	

	
	Delivery to Site
	
	X
	

	
	
	
	
	


	1303A
	Tractor; w/ Loader and Backhoe

Model: 710 J


	Specification Requirements
	
	Check

If Meet or Exceed
	
	Describe Offered Alternatives

	I. General:
	
	
	
	

	1.   Shall be a John Deere 710G 
	
	· 
	
	

	2.  Integral loader with extend hoe operating 
weight shall be the standard operating weight for the models annotated above
	
	· 
	
	

	II. Cab & Equipment:
	
	
	
	

	1. Shall be equipped with an enclosed steel cab and tinted safety glass.
	
	· 
	
	Composite Roof

	2. Shall have the following:
	
	· 
	
	

	a. Floor mats. 
	
	· 
	
	

	b. Soundproofing.
	
	· 
	
	

	c. Front and rear wiper.
	
	· 
	
	

	d. Pressurization.
	
	· 
	
	

	e. Dome lights.
	
	· 
	
	

	f. Heater.
	
	· 
	
	

	3. Shall be equipped with a deluxe suspension seat adjustable height and weight controls.
	
	· 
	
	

	4. Electrical windshield wiper.
	
	· 
	
	

	5. Front and rear; heater, defroster and A/C.
	
	· 
	
	

	6. Turn signals.
	
	· 
	
	

	7. Hazard warning lights.
	
	· 
	
	

	8. Head lights.
	
	· 
	
	

	9. Rotating flashing strobe light with cab controlled switch.
	
	· 
	
	

	10. Windshield washer.
	
	· 
	
	

	11. Horn.
	
	· 
	
	

	12. Rear view mirror with 2 external and 1 inside.
	
	· 
	
	

	13. Reading lights.
	
	· 
	
	

	14. Stop and tail lights.
	
	· 
	
	

	15. Work lights front and rear.
	
	· 
	
	

	16. Seat belt.
	
	· 
	
	3’’

	17. Alternator charge gauge.
	
	· 
	
	

	18. Engine oil pressure audible and visual gauge
	
	· 
	
	

	19. Converter temperature gauge
	
	· 
	
	

	20. Fuel gauge
	
	· 
	
	

	21. Coolant temperature gauge
	
	· 
	
	

	22. Air filter blocked (restriction gauge)
	
	· 
	
	

	23. Parking brake on (audible visual)
	
	· 
	
	

	III. Engine:
	
	
	
	

	1. Shall be powered by a 6-cylinder direct injection diesel engine capable of developing 118 SAE net horsepower at 2,200 rpm.
	
	· 
	
	

	2. Engine shall be equipped with dry type air cleaner, cold start aid and block heater.
	
	· 
	
	

	IV. Transmission:
	
	
	
	

	1. Shall be a power shift with 4 forward and 3 reverse speeds. 
	
	· 
	
	

	2. Shall be equipped with hydraulically actuated clutches and clutch disconnect button.
	
	· 
	
	

	3. Modulated shuttled shift. Single stage torque converter and inboard planetary drives.
	
	· 
	
	

	V. Drive:
	
	
	
	

	1. Shall be all wheel drive.
	
	· 
	
	

	2. Front axle engagement lever shall be located inside operator’s cab
	
	· 
	
	

	VI. Hydraulic System:
	
	
	
	

	1. Tractor shall be equipped with an integral hydraulic system capable of operating the front-end loader and all attachments.
	
	· 
	
	3rd Function Hydraulic to operate 4 in 1 etc.

	2. The pump shall be the standard manufacturers model.
	
	· 
	
	

	3. A hydraulic circuit shall be plumbed to the end of the boom with hydraulic quick disconnects.
	
	· 
	
	

	4. The unit shall be delivered with an auxiliary hydraulic system to accommodate additional attachments.  (“ie” Hydraulic Hammer).
	
	· 
	
	

	VII. Steering:
	
	
	
	

	1. Shall be the manufacturer’s standard hydraulic steering system.
	
	· 
	
	

	2. Shall be equipped with front axle oscillation.
	
	· 
	
	

	VIII. Brakes:
	
	
	
	

	1. Brakes shall be individually applied, hydraulically actuated and self-adjusting and inboard mounted.
	
	· 
	
	

	2. The parking brake shall be independent from the main service brakes and have a warning system to alert the operator that the parking brake is applied and the shuttle lever is engaged.
	
	· 
	
	

	IX. Electrical System:
	
	
	
	

	1. Electrical system shall be 12 volt, negative ground.
	
	· 
	
	

	2. Shall be equipped with a 12-volt maintenance free battery.
	
	· 
	
	Dual Batteries

	3. Shall be equipped with a 65-amp alternator.
	
	· 
	
	95 Amp

	X. Tires:
	
	
	
	

	      Tractor shall be equipped with the minimum size and ply rating as follows:
	
	· 
	
	

	1. Front: 15 x 19.5 8- Ply Lug.
	
	· 
	
	

	2. Rear: 20.5 x 25 - 10-ply Lug.
	
	· 
	
	

	XI. Loader:
	
	
	
	

	1. Shall be an automatic self-leveling with single lever control ‘+’ pattern equipped with positive hold float.
	
	· 
	
	

	2. Shall have a return-to-dig and clutch cutout button on the loader control lever.
	
	· 
	
	

	3. Shall have dual parallel dump cylinders and reverse linkage for bucket rollover.
	
	· 
	
	Single Dump Cylinders

	4. Shall have a lift height of 149 inches measured at the bucket hinge pin.
	
	· 
	
	

	5. Shall be equipped with a front mounted counter weight of 1000 pounds.
	
	· 
	
	1630 lbs.

	6. Loader shall be fitted with integral EROPS.
	
	· 
	
	

	XII. Bucket Options:
	
	
	
	

	1. General purpose 96 inch and 1.6 cu yd heaped, to include a compatible cutting edge.
	
	· 
	
	

	2. Option: a Multi-purpose 4-1, Shall be equipped with a bolt on front and rear lip edges and bolt on dozer blade edge.  
	
	· 
	
	See Option Page  Item 1

	       Note: The control for the Multi purpose bucket shall be integrated into the loader control.
	
	
	
	Located on same tower

	XIII. Backhoe:
	
	
	
	

	1. Unit shall be equipped with a hydraulically telescoping extend hoe dipper stick.
	
	· 
	
	

	2. Shall have a loading height of at least 16 feet.
	
	· 
	
	

	3. Shall have a swing arc of 180 degree.
	
	· 
	
	

	4. Shall have a bucket rotation of 190 degree and a level angle of 12 degrees.
	
	· 
	
	

	5. Shall have a combination flip-over stabilizer pads.
	
	· 
	
	

	6. Shall have a 36-inch standard bucket with a 36-inch, high capacity perforated ditching bucket with teeth.
	
	· 
	
	Ditching Bucket to allow smooth lip

	7. Shall be equipped with a quick attach/detach hydraulic thumb attachment.  The thumb shall not come in contact with the lift cylinders when in the retracted position.
	
	· 
	
	

	       Note:  Vendor shall provide option pricing for a hydraulic posthole digging attachment with a 12-inch auger and tamper attachment.
The thumb attachment shall be equipped with welded stops to prevent the thumb from coming in contact with the cylinder
	
	· 
	
	See Option Page  Item 1and 2

	XIIII      Exterior Finish:
	
	
	
	

	      WSDOT expects professional workmanship on all products purchased.  With this in mind, the following finishing requirements will be closely scrutinized during the specification compliance inspection. 
	
	· 
	
	

	1.   There shall be no welding scale, roughness, sharp corners; or rust stains on the unit.
	
	· 
	
	

	2.  The unit shall be coated with 2 mils dry automotive quality primers, with an additional 2 mils dry of the manufacturers standard color. 
	
	· 
	
	

	3.  The body paint shall be warranted against rust and corrosion for five years.  
	
	· 
	
	

	XIV. Publications:
	
	
	
	

	1. Each unit shall be delivered with an operator’s manual.
	
	· 
	
	

	2. Bidders shall provide the Service, and Parts Manuals as annotated below. 

      1    Parts Manual (Per Unit)

      1     Service Manual (Per Unit)
	
	· 
	
	


PERFORMANCE REPORT FOR

Purchasing & Contract Administration

To OSP Customers:

Please take a moment to let us know how our services have measured up to your expectations on this contract.  Please copy this form locally as needed and forward to the Office of State Procurement Purchasing Manager.  For any comments marked unacceptable, please explain in remarks block.

	Procurement services provided:
	Excellent
	Good
	Acceptable
	Unacceptable

	· Timeliness of contract actions
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	· Professionalism and courtesy of staff
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	· Services provided met customer needs
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	· Knowledge of procurement rules and regulations
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	· Responsiveness/problem resolution
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	· Timely and effective communications
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 



Comments: 















	Agency:
	
	Prepared by:
	

	Contract No.:
	Document1
	Title:
	

	Contract Title:
	
	Date:
	

	
	
	Phone:
	


Send to:

Purchasing Manager

Office of State Procurement

PO Box 41017

Olympia, Washington 98504-1017

 PERFORMANCE REPORT FOR

CONTRACTOR PRODUCT/SERVICE

Complete this form to report problems with suppliers or to report unsatisfactory product or services.  You are also encouraged to report superior performance.  Agency personnel should contact suppliers in an effort to resolve problems themselves prior to completion and submission of this report.

Contract number and title: Document1
Supplier’s name: 





 Supplier’s representative: 




	PRODUCT/SERVICE



	 FORMCHECKBOX 

	Contract item quality higher than required
	 FORMCHECKBOX 

	Damaged goods delivered

	 FORMCHECKBOX 

	Contract item quality lower than required.
	 FORMCHECKBOX 

	Item delivered does not meet P.O./contract specifications

	 FORMCHECKBOX 

	Other:
	
	

	SUPPLIER/CONTRACTOR PERFORMANCE



	 FORMCHECKBOX 

	Late delivery
	 FORMCHECKBOX 

	Slow response to problems and problem resolution

	 FORMCHECKBOX 

	Incorrect invoice pricing.
	 FORMCHECKBOX 

	Superior performance

	 FORMCHECKBOX 

	Other:
	
	

	CONTRACT PROVISIONS



	 FORMCHECKBOX 

	Terms and conditions inadequate
	 FORMCHECKBOX 

	Additional items or services are required.

	 FORMCHECKBOX 

	Specifications need to be revised
	 FORMCHECKBOX 

	Minimum order too high.

	 FORMCHECKBOX 

	Other:
	
	


Briefly describe situation: 



























	Agency Name:
	Delivery Location:

	Prepared By:
	Phone Number:
	Date:
	Supervisor:

	
	
	
	

	Address:
	Email:
	
	

	
	
	
	


Send To:

Name

STATE PROCUREMENT OFFICER

OFFICE OF STATE PROCUREMENT

PO BOX 41017

OLYMPIA WA  98504-1017

2

